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12” Coated paper cone
Rubber surround
Steel chassis

$278

¢ 123 Maxi

2 Terminals 4.8 x 0.8® 2.8x 0.8 ©

All dimensions in mm

Sensitivity Mag - dB SPLeowatt  [2.83 V- @ | meter] (8.18 oct)(eq)

ne
105.0 L 300
100.0 s 27.0
3
95.0 A240
20.0 21.0
85.0 1 18.0
80.0 + 16.0
75.0 12.0
70.0 - 9.0
65.0 - 6.0
&60.0 - 3.0
55.0 0.0
averplot 7 | auto
20.0 100.0 200.0 1000.0 10000.0
RESPONSE CURVE : — onaxis IMPEDANCE CURVE Gumulative Spectral Decay Log Frequency - Hz
— 30° off-axis 80° off-axis
SPECIFICATIONS Magnet Dimensions $#x h [2x(121x20)| mm
Magnet Weight m  Px(0,89kg] kg
Flux Density B 1,2 T
Nominal Impedance Z 4 Q Force Factor BL 10,73 | NA"
Resonance Frequency Fs 38,8 Hz Height of Magnetic Gap He [ mm
Nominal Power Handling P 225 w Stray Flux Fmag - Am~
Sensitivity (2,83 V - 1m) E 94 dB Linear Excursion Xmax +8 mm n“m
Voice Coil Diameter [/ 45 mm Suspension Compliance Cms 203 pm/N |iteI’S Hz cm cm Hz
Minimum Impedance Zmin 3,8 Q Mechanical Q Factor Qms 10,39
DC Resistance Dcr 3,2 Q Electrical Q Factor Qes 0,56
Voice Coil Inductance Lbm 1,63 mH Total Q Factor Qts 0,53 - 60 _ _ _ 52,2
Voice Coil Length h 22 mm Mechanical Resistance Rms 1,95 |[kgs'
Former - kapton - Moving Mass Mms 83,08 o]
Number of Layers n 2 - Effective Piston Area S 522,7 | cm?
Wire type - round | - Volume Equivalent of Air at Cas | Vas 77,7 | liters 100 32,5 10 15 32,9
Wire material - copper | - Mass of Speaker M 4,3 kg
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8x §52 sur 0 205 ’ 2205
Impédance ..........4ohms Diamétre bobine.......
Reésonance . .. ....36.8 Hz Hauteur bobine ..

Puissance nominale (ec) 225W Support . . .
Sensibilité 2s3wm ....94.0dB Nb. couches

Résistance oc). . ... . 3.20hms Champ ..

!\.UDAX Boomer 30 cm papier traité 4 ohms I
NDUSTRIES

HT300G0

Equipé d'une suspension gomme large et d'un chassis acier

Type de fil .
Masse mobile. .

Membrane. ......
Suspension.
Saladier
Poids . . .
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(¢ haut-parleur est idéal pour fa réalisation
d'un caisson de basse home-cinéma ou automabile.



