
MR130
Visaton 130 mm (5") cone midrange driver (9016)

G e n e ra l descrip tio n

130 m m  (5") co n e  m id ran ge  d r iv e r fo r th e  m id ra n g e  band b etw een  100 0  -  500 0  Hz. Due to 
th e  e n clo se d  rear no se p a ra te  m id ran ge  h o u sin g  co n stru ctio n  is n e ce ssary . E xtre m e ly  go od
p rice /p e rfo rm a n ce  ratio in 3 -w ay  c o m b in a tio n s n co n ju n ctio n  w ith  co n e  tw e e te rs .

Technical Data:
Nominal power handling with high pass 80 W att (12 dB/Okt.; 800 Hz) 
Peak power handling with high pass 100 W att (12 dB/Okt.; 800 Hz)
Nominal im pedance 8 Ohm
Frequency response (-10 dB) 400 -1 3 0 0 0  Hz
Mean sound pressure level 89 dB ( lW / lm )
Resonance frequency fs 500 Hz
M agnetic induction 0,9 Tesla
M agnetic flux 260 p  W eber
Voice coil diam eter 2,5 cm
Cutout diam eter 1 1 cm
Net weight 0,55 kg
D.C. resistance Rdc 6,8 Ohm
M echanical Q fa c to r  Q m s 8,67
Electrical Q factor Qes 5,85
Total Q factor Qts 3,49
Equivalent volum e Vas 0,14 1
Effective piston area Sd 70 cm2
Dynamically moved mass Mms 5 g
Force fa cto r Bxl 4,3 T • m
Inductance o f the voice coil L 0,42 mH


