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TWEETER

High Efficiency 1” Dome 
Horn Loaded. Textile 8 0

O  1” - horn loaded soft dome - 25 mm

O  Very high efficiency (96 dB)

O  Catenary Profile

O  1 ”  laminate textile dome

O  High impact polyamide horn

O  Replacable diaphragm

O  Ferrofluid cooled voice coil 
(new generation - 250 cps)
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SPECIFICATIONS
T e c h n ic a l c h a ra c te r is t ic s  S y m b o l V a lu e  U n its

PRIMARY APPLICATION
N o m in a l Im p e d a n c e Z 8 Q

R e s o n a n c e  F re q u e n c y Fs 1170 Hz

N o m in a l P o w e r H a n d lin g P 70 W

S e n s it iv ity E 96 dB

VOICE COIL

V o ice  C o il D ia m e te r i> 25 m m

M in im u m  Im p e d a n c e Z m in 6 ,5 Q

D C  R e s is ta n c e Re 5,5 Q

V o ice  C o il In d u c ta n c e Lbm 11 mH

V o ice  C o il Le n g th h 1,6 m m

F o rm e r Alum in ium

N u m b e r o f L a ye rs n 2

MAGNET
M a g n e t D im e n s io n s <j)X h 72  x 15 m m

M a g n e t W e ig h t m 0 ,2 4 kg

F lux D e n s ity B 1,5 T

F o rce  F a c to r BL 2,9 NA-1

H e ig h t o f M a g n e tic  G ap He 3 m m

S tra y  F lux F m a g A m '1

L in e a r E xcu rs io n X m a x ±  0 ,7 m m

PARAMETERS

S u s p e n s io n  C o m p lia n c e C m s mN-1

M e c h a n ic a l Q F a c to r Q m s

E le c tr ica l Q F a c to r Q e s

Tota l Q F a c to r Q ts

M e c h a n ic a l R e s is ta n c e R m s kg s-'

M o v in g  M a ss M m s 0 ,2 9 .1 0 '3 kg

E ffe c tiv e  P is ton  A re a S 6,2.1 O'4 m 2

Volume Equivalent of Air at Cas V as m 3

M a ss  o f S p e a ke r M 0 ,5 0 kg

Suggested Appl i ca t ions

C r o s s o v e r

F r e q u e n c y

S lo p e In d u c t a n c e C a p a c i t o r P o w e r

H a n d l in g

Hz dB /  Oct. mH me w

5200 6 - 4,7 50

2800 12 0,47 6,8 70



A  U PAX Tweeter dome 25mm ś pavilion - 8 ohms PR125T1

Impedance.................8 ohms
Resonance................. 1170 Hz
Puissance nominate (*c) . 70 W 
Sensibility prowm) . . . .  96.0 dB

Resistance (oci......... 5.5 ohms
Inductance ................. 11 mH
Xmax........................ ±0.7 mm

Diamćtre bobinę.......... 25 mm
Hauteur bobinę............1.6 mm
Support.................. aluminium
Nb. couches..........................2

Membrane..................... textile
Saladier...................polyamide
Poids............................  500 gr

Bobinę refroidie par "ferrofluid" 

Bobinę de remplacement: RP125T1

Le dome textile montt en pavilion et la bobinę 
refroidie par "ferrofluid" permettent d'obtenir 
un rendement trts eieve et une forte puissance
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