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S P E C I F I C A T I O N S

Technical Characteristics Symbol Value Units

P R IM A R Y  A P P L IC A T IO N

Nomina# tmpodanco Z 8 u
Resonance f  fluency Ft 3? Hz
Nominal Power NandSng P 100 W
Somutrvity E 95 00

V O IC E  C O IL

Voce ooN (Kimoiw 0 48 mm
Mewnum Importance Zmn 7.6 II
DC Res-sUnco Ro 6.1 tl
Voice Co*l Inductance Lbm 0.33 mH
VOtce colt Looqtl h 14 mm
Formor Kapłon
Number o« layers n 1

M A G N E T

Ungr^K d mensons O x h 120 * 20 mm
Magnet wetgtt m 0.88 _ *9
Pltf density 0 1
Force lector 01 7.15 NA
He^ht of magnate gap Ho 6 mm
Stray Hu* Fmag Am
Linear exarwcn Xma* 14 mm

P A R A M E T E R S

Suspension Corrplunco Cros 1.04 10 mN
Mechanical O Fedor Qrn* 6.13
EtoctrcaJ 0  Factor Qe* 0 58
Total 0  Factor Ots 053
Macf«n<cal Reso'.aoco Rma 0 79 »05
MowgMass fArtv 24 10* k9
EHacttvo Piston Area S 3 58 10
VoLm* EqjvaltKf o» A» at Cat Vas 188 10* m
M«s« ol speaker M 3.2 kg

A P P L I C A T I O N  P A R A M E T E R S

VB Bo* volume dm*
Fb Tuning frequency Hz
Dp Port <Nimotor cm
IP Port length cm
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X PASSION DU HAUT-PAFftEUfl

10" - PAPER CONE DRIVER - 240 mm
PROFESSIONAL LINE

Zamak die cast chassis 
Ribbed paper cone 
Foam suspension 
Flat copper wire
Kapton voice coil former (48 mm 0 ) 
Gold plated terminals

Chassis Zamak moule
Cftne papier corruguć
Suspension mousse
Bobinę sur support Kapłon (0  48 mm)
Fil cuivre plat sur chant
Connectique plaquee or

I his bass unit offers high efficiency and high power handling capacity due to the edgewound copper wire voice coil mounted onto a 
fiberglass reinforced Kapton former. Its low frequency range is tight and strong resulting from the low resonance frequency and long 
excursion of the moving assembly. The "suggested applications" charts indicate various driver loads. The response curves shown on the 
diagram indicate tl»e predicted low end response of the driver in the suggested box volume (Vb) with suggested port (Dp-Lp).

Ce haut-parleur de graves bćntfkie d'un rendomont elcvć et d'une bonne tenue en puissance grAce a sa bobinę en fil de cuivre plat sur 
support Kapton renforce fibre de verre. La reproduction des graves est ferme et soutenue, consequence de la frequence de resonance 
basse et de la grand** excursion de Equipage mobile. Le tableau "Suggested applications" indique diffórenls types de charge I es courbes 
publićes correspondent Jt la reponse dans le grave pour un volume (Vb) et une dimension d'event donnee (Dp-Lpl.
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S P E C IF IC A T IO N S
Technical Characteristics! Symbol | Value | Units

P R IM A R Y  A P P L IC A T IO N

Nominal Impedance Z 8 it
Resonance Frequency Fs 32 Hz
Nominal Power Handling P 100 W
Sensitivity E 95 dB

V O IC E  C O IL

Voice coil cAa meter 0 48 mm
Minimum Impedance Zmin 7.6 it
DC Resistance Re 6.1 it
Voice Coil Inductance Lbm 0.33 mH
Voice coil Length h 14 mm
Former Kapłon
Number of layers n 1

M A G N E T

Magnet dimensions O xh 120x20 mm
Magnet weight m 0,88 kg
Flux density B 1 T
Force factor BL 7.15 NA
Height of magnetic gap He 6 mm
Stray flux Fmag Am ’
Linear excursion Xmax ±4 mm

P A R A M E T E R S

Suspension Compliance Cms 1.04.10’ mN
Mechanical Q Factor Qms 6.13
Electrical 0  Factor Oes 0.58
Total Q Factor Qts 0.53
Mechanical Resistance Rms 0.79
Mowig Mass Mms 24.10’ kg
Effective Piston Area S 3.58.10J m'
Volume Equivalent of Air at Cas Vas 188.10’ m’
Mass of speaker M 3.2 ka

Impulse response

S uggested applications _

A P P L IC A T IO N  P A R A M E T E R S
Vb Box volume dm’
Fb Tuning frequency Hz
Dp Port (Aamoter cm
LP Pori length cm

Closed box 
Closod box


