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15" • PAPER CONE DRIVER • 380 mm
4  Q CAR LINE

Automotive application - 98 dB 
High power - i 50 W  
Coated textile suspension 
Ultra stiff die cast chassis 
Heat sink design - Vented pole piece 
Kapłon voice coil former (70 mm 0 ) 
Flat copper wire 
Gold plated binding posts

Application autom obile - 98 dB 
Forte puissance - 150 W  
Suspension toile traitće 
Chassis m oulć ultra-rigide 
Ailettesde refrokfesement - Noyau venlilć 
Bobinę sur support Kapłon ( 0  70 mm) 
Fil cuivre plat sur chant 
Bornes plagućes or________________

High power (150 W  IEC, 300 W  MUSIC), High efficiency (98 dB) and 4 Ohms impedance make (his 15" woofer especially well suited for 
high end automotive systems. The large diameter magnet (7“ ) has a vented pole piece and is heatsinked to the 7amak chassis to maximize 
heat dissipation. The flat copper wire voice coil is wound onto a fiberglass reinforced Kapton former for exceptional power handling. 
Gold plated binding posts fitted onto the Ultra stiff die cast chassis are designed to accept large diameter cables. The "suggested 
applications" charts indicate various driver loads. The response curves shown on the diagram indicate the predicted low end response of 
the driver in the suggested box volume (Vb) with suggested port (Dp-Lp).

Ce haut-parleur grave de 380 mm ^ haut rendement (98 dB) et forte tenue en puissance : 150 W - 300 W MUSIQUE) est paiticulifcremcnt 
destine ^ des systćmes automobiles haut de gammo multivoies (4 Q). Le chassis ultra rigide a ailetles de refroidissement et le noyau ventild 
permetlont une dissipation optimalc de la chaletir. la  stnirtnre magnetique largnment dimensioned (0  180 mm) est ćq u ip d  d'une 
bobinę de 70 mm sur support Kapton renforcć fibre de verre en fil de cuivre plat sur chant. Les bomicrs plaques or permettent ('utilisation 
de cables de forte section. Le tableau "Suggested applications" indique differents types de charge. Les courbes publiecs correspondent a la 
reponse dans le grave pour un volume (Vb) et une dimension d'^vent donnee (Dp-Lp).
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A U D A X PR380T21
LA PASSION DU HAUT-PARLEUR
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SPECIFICATIONS
Technical Characteristics Symbol Value Units

PRIMARY APPLICATION

VOICE COIL

MAGNET
Magnet dimensions
Magnet weight

Height of magnetic gap
Fmag

p a r a m e t e r s "-

Mochanical O Factor 
Electrical 0  Factor

Qms
Oes

3.62
0.61

Total Q Factor Qts 0.52
Mechanical Resistance Rms 10.3 kgs
Moving Mass Mms 115.10 s kg
Effective Piston Area S 8,92.10-
Volume Equivalent of Air at Cas Vas 92.10 s m‘
Mass of speaker M 7.8 kg

APPLICATION PARAMETERS
Vb Box volume dmJ
Fb Tuning frequency Hz
Dp Port diameter cm
Lp Port length cm

Please refer to method ot measurement and measurement conditions pages 15 to 19.
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