
P R O F E S S I O N A L  S E R I E S

] 5W-8
Small In size, large in performance. Featuring 
an advanced X5™ pulp cone, high tem perature 
copper w ire  voice coil, and truncated cast 
frame chassis, the Pro 5W can handle your 
m ost demanding midbass, midrange, line array, 
o r column array applications.

• 1 5 0  W  Program Power
• 5 "  Nominal Diameter
• 8 0

AP PLIC A TION ENCLOSURE

Midrange ✓  | Sealed Box ✓

Midbass ✓  | Vented Box ✓

Woofer I scoop Loading

Subwoofer | Horn Loading

*1
Bass Guitar

S P ECIFICATION

Nominal Basket Diameter

T H I E L E  a S M A L L  P A R A M ET E R S

I S O - 5
The ISO-5 isolation box provides a quick and cost-effective solution 
for chambering a 5" open-frame speaker. Page 91. (sold separately)

M O U N TIN G  INFORM ATION

Recommended Enclosure Volume 
Sealed

Qms Vented
5", 127 mm Qes 0.35

1.98-3.11 liters, 
0.07-0.11 cu.ft.
2 .55 -4 .81  lite rs, 
0 .0 9 -0 .1 7  CU.ft.

Nominal Impedance* Qts 0.32 Driver Volume Displaced 0.013 cu.ft., 0.36 liters
Power Rating* 0.15 cu.ft., 4.31 liters Major Diameter 5.25", 133.4 mm

Program Power 
Nominal Power

150 W  
75 W

Vd
Cms

19.7 CC 
0.7 mm/N

Flat to Flat Diameter 
Baffle Hole Diameter

4.74", 120.4 mm 
4.28", 108.7 mm

6.11 T-M Front Sealing Gasket
Usable Frequency Range 120 HZ-7 .5  kHz 4 grams Rear Sealing Gasket
Sensitivity* 91.1 dB 271 Mounting Holes Diameter 0.13", 3.2 mm
Magnet Weight 2.95 mm Mounting Holes B.C.D. 4.79", 121.7 mm
Gap Height_________
Voice Coil Diameter

0.315", 8 mm 
1", 25 mm

Sd
Xlim

66.6 cm2 
6 mm

Depth 
Net Weight

2.5", 63.5 mm 
2.9 lbs, 1.32 kg

Shipping Weight 3.3 lbs, 1.5 kg

M A T E R IA L S  OF C O N S TR UC T ION FREQUENCY RESPONSE 8 IMPED AN CE CURVE*

Copper voice coil
Kapton former
Ferrite magnet
Vented and extended core
Die-cast aluminum basket
X5™ Pulp cone
Cloth cone edge
Treated paper dust cap

42 VISIT EIINENCE.COM  TO FIND A DEALER NEAR YOU.
See footnotes on page 155 for information regarding usable frequency range, 
nominal impedance, power rating and sensitivity.


