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SPECIFICA TIO N
Th ro at S ize 1.0", 25.4  mm

Nom inal Im pedance* 8 or 16 fi

M inim um  Im pedance 7.6  ohm  @ 3 .7  kH z

P ow er Rating* 80 W  (AES)

R esonance 540 HZ

D C R e sista n ce  (Re) 6.10 n

U sable  Freq u en cy Range 1.2 kH z - 20  kH z

Recom m ended C ro sso ve r 1.2 k H z /  12 dB

Sensitivity* 106.1 dB

M agnet M aterial Ferrite

M agnet W eight 34 oz, 0 .96 kg

V o ice  Co il D iam eter 2.0", 51 mm

V o ice  Co il Form er Polyim ide

Diaphragm  M aterial Titanium

MOUNTING INFORMATION
Overall D iam eter 5.25", 133.4 mm

D river Volum e D isplaced 0.018 cu.ft., 0 .50 liters

Depth 2.20", 55.9  mm

N et W eight 4 .70 lb, 2.1 kg

Sh ip p in gW eigh t 5 .00 lb, 2.3 kg

M ounting Thread 1 3/8" 18 ext.

M ounting H oles D iam eter 2 X  1/4-20 or 3 x  M6

M ounting H oles B.C.D. 3.0", 76.2 mm

FREQUENCY RESPONSE & IMPEDANCE CURVE"

VISIT EMINENCE.COM TO FIND A DEALER NEAR YOU. 85


