
P A T R I O T  G UITAR S ERIES

RAGIN CAJUN"
The Eminence Ragin Cajun 
guitar speaker puts you in 
control to be heard loud and 
clear. Very loud, touch sensitive 
and responsive A low end 
similar in definition to a 12", 
crisp mids, and nice bell-like 
highs.
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SPEC IFICATIO N M OUNTING INFORM ATION M ATER IALS  OF CO N STR U CTIO N

Nominal Basket Diameter 10", 254 mm Enclosure Type Copper voice coil
Nominal Impedance* 8 f i Closed Back Acceptable Polyimide form er
Power Rating* 75 W Open Back Acceptable Ferrite magnet
Resonance (Fs) 84 HZ Driver Volume Displaced 0.039 cu.ft., 1.1 liters Non-vented core
Usable Frequency Range 80 HZ -  5 kHz Overall Diameter 10.11", 256.8 mm Pressed steel basket
Sensitivity* 100.5 dB Baffle Hole Diameter 9.13", 231.9 mm Paper cone
DC Resistance (Re) 7.01 f i Depth 4.3", 109.2 mm Paper cone edge
Qts 0.51 Front Sealing Gasket Yes Z u re tte dus t cap
Magnet W eight 30 OZ. Rear Sealing Gasket Yes
Gap Height 0.31", 7.9 mm M ounting Holes Diameter 0.23", 5.8 mm
Voice Coil D iameter 1.5", 38 mm M ounting Holes B.C.D. 9.6", 243.8 mm

Net W eight 6.4 lb s , 2.9 kg
Shipping W eight 8.2 lbs , 3.72 kg

FREQUENCY RESPONSE & IM PEDANCE CURVE*

114 V IS IT  E IIN E N C E.C O M  TO FIND A DEALER NEAR YOU.
See footnotes on page 155 fo r inform ation regarding usable frequency range, 
nominal impedance, pow er rating and sensitivity.


