
R E D C O A T  G U I T A R  S E R I E S

R A M R O D "
The Eminence Ramrod is a 
very loud and gutsy 10" British
voiced guitar speaker with 
meaty tone. A very balanced 
tone with full lows, warm, 
throaty mids, clear highs and 
abundant harmonic detail.
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SP EC IFIC ATIO N M OUNTING IN FO RM ATIO N M A TE R IA LS  OF C O N S TR U C TIO N

Nominal Basket Diameter 10", 254 mm Enclosure Type Copper voice coil
Nominal Impedance* 8 fi Closed Back Acceptable Polyimide former
Power Rating* 75 W Open Back Acceptable Ferrite magnet
Resonance (Fs) 101 HZ Driver Volume Displaced 0.039 cu.ft., 1.1 liters Non-vented core
Usable Frequency Range 80 HZ -  4 kHz Overall Diameter 10.11", 256.8 mm Pressed steel basket
Sensitivity* 100.2 dB Baffle Hole Diameter 9.13", 231.9 mm Paper cone
DC Resistance (Re) 7.3 fi Depth 4.3", 109.2 mm Paper cone edge
Qts 0.64 Front Sealing Gasket Yes Zurettedust cap
Magnet Weight 30 OZ. Rear Sealing Gasket Yes
Gap Height 0.31", 7.9 mm Mounting Holes Diameter 0.23", 5.8 mm
Voice Coil Diameter 1,5", 38 mm Mounting Holes B.C.D. 9.6", 243.8 mm

Net Weight 6.4 lbs, 2.9 kg
Shipping Weight 8.3 lbs , 3.76 kg

FRE Q U EN C Y RESPON SE & IM PED ANC E CURVE*

124 V IS IT  E IIN E N C E .C O M  TO FIND A DEALER NEAR YOU.
See footnotes on page 155 for information regarding usable frequency range, 
nominal impedance, power rating and sensitivity.


