
TM025F15
I N D U S T R I E S

TM025F15 D08TTZ5470 
101924Q

TM025. Hi F i. Rectangular 
Textile 8 0 -  High Efficiency

TWEETER

O  Extremely high-efficiency (94 dB -2,83 V 1m)

High energy dual neodymium magnet 
O

Compact design for small high-end system, 
home theater, center channel, surround sound 

O
Smooth response face plate profile 

Q

Critically damped catenary soft dome

Q  Ultra-light copper clad aluminium wire coil

Compact overmoulded magnet system 
Q  Inherently shielded

Q  Ferrofluid cooled voice coil 
(new generation - 250 cps)

Response Curve Water fa l  I

Sensitiuity Mag - dB SPL/uatt [2.83 U - @ I meter] ( 0 .1 0  octMeq)

Response Curve : ___  on axis
------ 30° off-axis .......  60° off-axis

Impedance Curve Cumulative Spectral Decay Log Frequency - Hz

S P E C IF IC A T IO N S S P E C IF IC A T IO N S Suggested Appl i cat ion
T e c h n ica l c h a ra c te r is t ic s S y m b o l V a lue U n its T e c h n ica l c h a ra c te r is t ic s S y m b o l V a lue U n its

C ro s s o v e r
F re q u e n c y

S lo p e In d u c ta n c e C a p a c ito r P o w e r
H a n d lin gI PRIMARY APPLICATION PARAMETERS

N o m in a l Im p e d a n c e Z 8 Q S e n s it iv ity  (2 ,83  V  - 1 m) E 94 d B

Hz dB /  Oct. mH wN o m in a l P o w e r H a n d lin g P 70 W S p e a k e r M a s s m 0 ,0 6 4 kg

I VOICE COIL MAGNET

N u m b e r o f  L aye rs - 2 - M a g n e t d im e n s io n s ^ x h 2 x 2 5 x 3 m m

4600 6 - 5,6 50
W ire  ty p e - ro u n d - M a g n e tic  In d u c tio n B 1,5 T

W ire  m a te r ia l - A lum in ium - M a g n e tic  S tra y  F lu x Fm a g - A /m

F o rm e r m a te r ia l - A lum in ium - G a p  H e ig h t He 1,5 m m

2800 12 0,39 8,2 70V o ic e  c o il w in d in g  h e ig h t - 1 ,6 m m Linear excu rs io n  C ap ab ility X m a x ± 0 ,0 5 m m

V o ic e  c o il d ia m e te r (/> 25 m m
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A  U P A X Tweeter dome textile 25mm - 8 ohms TM025F15
4x 04 5 sur 0  62

54

Im pe da nce ............. ..  8 ohms Diamótre bobinę.. . . . .  25 mm
Resonance ............. .........- Hz Hauteur bobinę. . . . .  1.6 mm
Puissance nominate <i£C) . 60 W S u p p o rt............... . aluminium
Sensib ilite (283wim) . . . 94.0 dB Nb. couches . . . . ................. 2

Resistance <dci........ Membrane . . textile imprćgne
Inductance............. S a lad ie r............... . .  polymere
Xmax........................ ± 0.05 mm P o ids ...................

Bobinę refroidie par ferroflu id 
Technologie neodyne, naturellement anti-magnetique

c le dome textile associć au design trfc compact 
et i  la technologie neodyne apportent a ce tweeter 

toutes les quality requises pour les systemes audio/vidto
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