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CONDENSER

MICROPHONES

S, INC.

C-422
(Slereo)

TRANSDUCER PRINCIPLE 

POLAR PATTERN

FREQUENCY RANGE

SENSITIVITY AT 1,000 HZ 

ELEC. IMPEDANCE AT 1,000 HZ

POWERING

SPECIAL FEATURES

INCLUDED ACCESSORIES

OPTIONAL ACCESSORIES 
& COMMENTS

CONDENSER 
(2 x Large twin 
diaphragms)

VARIABLE
(Nine patterns remotely 
selectable)

20 - 20.000 Hz

6 mV/ Pa -64 5 dBV *

200 ohms

UNIVERSAL PHANTOM 
9 to 52 V
Two transducers. 
Remote seJeclion ot pat
terns is ideal lor MS 
and XY recording. Has 
LEO "a im ing" lights 
used as aid in position
ing.

H-15/9 Suspension 
mount/stand adapter; 
W-42 Foam windscreen; 
MK-42/20 (66 ft.) 
cable; S-42E Remote 
control; Carrying case.

N-62E two-channel 
power supply. N-66E 
six-channel power sup
ply-
Available in black only.
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C-414EB/P48

CONDENSER 
(Large twin diaphragms)

FOUR SELECTABLE 
(Switch on microphone)

0OO©
20 - 20.000 Hz

9 mV/Pa -61 dBV •

200 ohms

PHANTOM 48 V

Exceptionally wide 
dynamic range; low 
self-noise. Unsurpassed 
lor digital recordings.

SA-18 Stand adapter; 
W-26 Foam windscreen; 
Foam lined vinyl case.

H-17A Elastic suspen
sion. N-62E Two- 
channel power supply. 
N-66E six-channel 
power supply. (Also 
available - C-414E1 
Remote, with remotely 
selectable patterns. In 
nickel only) P-48 
available in black only. 
KM stands and MCH 
cables
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0 3 3
(Stereo)

STEREO CONDENSER 
(2 x Small twin 
diaphragms)

DUAL CARDIOIO'

© ©
20 - 20,000 Hz

4.5 mV/Pa -67  dBV*

200 ohms

UNIVERSAL PHANTOM
9 to 52 V
Twocardioio patterns. 
Employs two 
CK-l type capsules.
One is fixed; the other is 
rotatable through 180° 
Economical approach to 
X-Y stereo recording.

H-15/6 Elastic suspen
sion; W-34 Windscreen; 
Carrying case.

N-62E Two-channel 
power supply. N-66E 
Six-channel power sup
ply. KM stands. MCH 
cables.
Available in black only
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0 3 4
(Stereo)

STEREO CONDENSER 
(2 x Small twin 
diaphragms)

VARIABLE
(Nine patterns remotely 
selectable)

20 - 20,000 Hz

4.5 m V/Pa-67  dBV*

UNIVERSAL PHANTOM 
9 to 52 V
One transducer pair is 
fixed, the other pair is 
rotatable through 180° 
Couples the "sound" of 
popular CK-1 capsules 
with remote pattern 
selection

S-42E Remote control; 
H-15/6 Elastic suspen- 
sion/adapter; W-34 
Foam windscreen; 
MK-42/20 (66 ft.) 
cable; Carrying case.

N-62E Two-channe! 
power supply. N-66E 
Six-channel power sup
ply.
Available in black only.
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C-460B/CK-1
(Comb)

C-451EB/CK-9
(Comb)

CONDENSER 
(Small diaphragm)

CARDIOIO

20 - 20.000 Hz

7 m V/Pa-60 .5  dBV*

200 ohms

UNIVERSAL PHANTOM 
12 to 52 V
Low noise, wide 
dynamic range. Preamp 
includes bass-cut 
(50.70,150 Hz) switches 
and attenuation 
switch (0,-20dB).

SA-3Q Stand adapter; 
W-32 Foam windscreen. 
Foam-lined vinyl case. 
Includes CK-1 Cardioid 
capsule and A-60 
Adapter/Shock mount.

All CK series capsules 
may be used inter
changeably on C-460, 
except CK-9. Also VR-2 
and VR-12 extension 
tubes cannot be used. 
CK-1 Condenser capsule 
is available separately. 
AC and Battery power 
supplies.
Available in black only.
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CONDENSER 
INTEFERENCE TUBE 
(24 inch Shotgun)

DIRECTIONAL

30 -18,000 Hz

11 m V/Pa-59  dBV*

200 ohms

UNIVERSAL PHANTOM 
9 to 52 V
Preamp includes two- 
position base attenua
tion switch (0,75,150Hz). 
Accepts all CK capsules 
listed above.

B-1E Battery supply; 
W-19 Windscreen; 
SA-70/3 Adapter; H-7 
Pistol grip; Cables and 
Carrying case. Includes 
CK-9 Shotgun capsule.

For C-451EB preamp 
(available separately):
-  10 and - 2 0  dB 
attenuation pads. 180° 
swivel joinl. Short and 
long, bent and straight 
extension tubes. AC 
and Battery power sup
plies. CK-9 Condenser 
capsule is also available 
separately.
Available in black only.
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CK-1S
CONSDENSER
CAPSULE

CARDIOID
(With rising response)

o
20 - 20,000 Hz

9 5 mV/Pa-60.5 dBV’

REQUIRES C-460B or 
C-451EB PREAMP
Similar to CK-1, but 
with rising -esponse 
between 2.000 and 
10,000 Hz. Provides ad
ded ' ‘ presence" and 
brilliance a- normal 
working distances; or 
lor preserving clarity at 
greater working 
distances.

Foam lined vinyl case.

Available in nickel 
only.
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CONDENt
CAPSULE
(Prepolari

CAROIOlt

20 - 20,C

FOR USE 
PREAMP
Special c. 
cable exit 
pole, etc.

H-48 cab 
MK-46/3 
cable will 
ST-46 sn 
stand.


