
C 562BL
BOUNDARY LAYER MICROPHONE

laye r m ic ro p h o n e  fo r p la c e m e n t on the easily  and is ve ry  in co n sp icu o u s  -  an 
floor o r fixing to la rge  s u rfa c e s  (m oun ting asset in re co rd ing  pe rsons w h o  are 
holes provided). The tra n sd u c e r e lem ent frigh tened  by m icro pho ne s.

re in fo rce d  c onn ec tin g  co rd . H em isphe rl- lo ca tion  reco rd ing

The C 562 BL p ro v ides  na tura l 
sound ing reco rd ing s  w ith  a good sense 
o f depth . For op tim um  bass  re p ro d u c 
tion, it shou ld  be m o un ted  on a la rge 
s u rfa c e  (floor, w all, p ia n o  lid, gobo). 
B oundary  layer m ics  have  proven the ir 
va lue  in g rand  p iano m ik ing  (fixed to the 
lid); am b ien t m ik ing, e.g., fo r d ru m s (wall 
m ounted); and acou stic  in s tru m e n t 
m iking (fixed to  a la rge pe rspex  p la te  in 
front o f the instrum ent).

STANDARD ACCESSORIES
D ed ica te d  s tand ad ap te r
W  62  F oam  w ind sc ree n
F ixed 3 -m  (10 -ft.)  c o n n e c tin g  co rd

OPTIONAL ACCESSORIES
B 18 B a tte ry  po w er supp ly  
N 62, N 66 AC po w er supp lies  
M K 9 /1 0  C ab le

R ugged, im pa ct p ro o f boundary The C  562  BL se ts  up q u ic k ly  and

is flush m oun ted  in the c e n te r of the Tw o C 5 6 2 ’s a re  a good
m icro pho ne . 3 -m  (10-ft.), s tee l w ire  ch o ice  for A -B  s tereo

ca l po la r pa tte rn. (co nce rts  etc.).

SPECIFICATIONS
Polar P a tte rn : he m isp he rica l

F req ue ncy  R ange; 2 0 - 2 0 ,0 0 0  Hz

S en s itiv ity : 20 m V /P a

Im ped an ce : 600 ohm s

E qu iva lent N oise Leve l: 28 dB  (CCIR 4 6 8 -2 )
16 d B -A  (DIN 4 5 41 2 -A )

S/N R atio : 78 dB

Max. SPL fo r 0 .5 %  T H D : 130 dB

Size: 160 0  x  7 (9) m m  (6.3 0  x 0 .3  (0.4) in.)

Net/Shipping Weight: 950 g/2.9 kg (2.1/6.4 lbs.)


