
CK 9
SHOTGUN CAPSULE

The CK 9 ensu res  m a x im u m  d ire c ti
v ity  fo r nearly  c o m p le te  re je c tio n  of 
sounds from  the s ides an d  rear. Its high 
d ire c tiv ity  p rov ides  fo r w o rk in g  d is tances  
th ree  tim es  that o f a conven tio na l

ca rd io id  m icrophone . 
For gene ra l reco rd in g  
fro m  g re a te r 
d is tances.

O u td oo r re co rd in g  ca lls  fo r an 
e ffic ie n t w ind sc ree n ; a W  19 w in d sc re e n  
is included.

STANDARD ACCESSORIES
W  19 Foam  w ind sc ree n

SPECIFICATIONS
Polar P a tte rn :

(w ith  C 451) 
d irec tio na l

F req ue ncy  R ange: 3 0 - 1 8 ,0 0 0  Hz

S en s itiv ity : 11 m V /P a

S ize: 23 0  x 610 m m  (0.9 0  x 24 in.)

N et/S h ipp ing  W e igh t: 480/950 g (1.1/2.1 lbs)

CK 22
OMNIDIRECTIONAL CAPSULE

O m n id ire c tio n a l p o la r pa tte rn  e n 
su res  low  susce p tib ility  to  w ind, pop, and 
v ib ra tio n  noise.

For use w ith  C  451 as a m e asu re 
m ent m ic ro p h o n e  fo r ana lyzers. Like all 
om nis, ideal fo r A -B  s te re o : just hang 
tw o m ics  fro m  the ce iling , a few  m eters

OPTIONAL ACCESSORIES
W  32 Foam  w ind sc ree n

apart, d ire c tly  above  the 
band  o r o rche s tra . Th is 
se tu p  w ill re liab ly  b a la nce  
the  in s tru m e n ts  and g ive  a 
go od  am b ien t feel.

SPECIFICATIONS (w,thC45i)
Polar P a tte rn : o m n id ire c tion a l

N et/S h ipp ing  W e igh t:

F req ue ncy  R ange: 20 -  20 ,000 Hz H -

S ens itiv ity : 8 m V /P a -

S ize: 18 0  x 34 m m  (0.7 0  x 1.3 in.) i .
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