
Motor driver ICs 

3V electronic governor 
BA6235F 

The BA6235 and BA6235F are ICs for control l ing the speed of low vol tage DC motors. They consist of a reference 
voltage generator, current multiplier, and DC amplifier. The speed of DC motor is control led by detecting the count-
er-electromotive force generated by the motor. Various DC motors can be driven by changing the external CR t ime 
constants. 

•App l i ca t i ons 
3V radio cassette tape recorders 
Micro-cassette tape recorders 

• F e a t u r e s 
1) Wide range of operating voltage. (1 .8~5V) 3) Various DC motors can be driven by chang ing the 
2) Low current consumption. ( la=2.0mA) external CR t ime constants. 

• B l o c k diagram 

BA6235F 

• A b s o l u t e maximum ratings (Ta=25'C) 

Parameter Symbol Limits Unit 

Power supply voltage Vcc 8.0 V 

Power dissipation BA6235F Pd 350* mW 

Operating temperature Topr —20—75 r 

Storage temperature Tstg - 5 5 - 1 2 5 •c 

* Reduce power by 5.0 mW for each degree above 25'C. 

• R e c o m m e n d e d operating condit ions (Ta=25°C) 

Parameter Symbol Min. Typ. Max. Unit 

Power supply voltage Vcc 1.8 3.0 5.0 V 

Maximum motor current Im - - 800 mA 

506 ndHm 



Motor driver ICs BA6235F 

•E lec t r i ca l characteristics (Unless otherwise noted, Ta=25°C and Vcc=3.0V) 

Parameter Symbol Min. Typ. Max. Unit Conditions 

Circuit current lo - 2.0 5.5 mA lM=0mA 

Output saturation voltage Vo sal - 0.1 0.3 V Im= 120mA 

Reference voltage Vref 165 190 215 M V Im= 120mA 

Current ratio K 45 50 55 - lM=50~150mA 

Reference voltage vs. voltage - 0.1 - % ! V Im=120mA, Vcc—1,8~3.5V 

Current ratio vs. voltage A
K

K / A V c c - 0.1 - % / V Im=50 ~ 150mA, Vcc=1.8~3.5V 

Reference voltage vs. current 
A Vref / . , 
Vref / A I m - 0.002 - % i mA Im=20~200mA 

Current ratio vs. current K / A I m - 0.05 - %1 mA lM=20~200mA 

Reference voltage vs. temperature 
AVrEFAtb Vref / - 0.02 - %rc Im=120mA, Ta=—20~75°C 

Current ratio vs. temperature - 0.02 - %f°C Im=50~ 150mA, Ta=—20~75"C 

• A p p l i c a t i o n circuit example 
BA6235F Vcc 
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Motor driver ICs BA6235F 

•Ex te rna l dimensions (Units: mm) 

508 naHm 


