
DURACELL 
Batteries ъяи-у^^^'^пев^-^ 

Procell® Industrial Alkaline Batteries 
• Long Lasting and Dependable — Even after 5 Years 

of Storage 
• Last Up to Five Times Longer Than Super Heavy-

Duty Batteries 
• Date Coded to Ensure Freshness 
• Contains No Mercury 
• Low Battery Replacement C o s t . . . Low Use Cost 
• Distinctive Industrial Label Reduced Pilferage 
• Operate Reliably in Temperature Extremes of -20°F 

to 160°F 
• All Procell Lantern Batteries Sealed in Steel Cases 

for Durability 
• Made to Exact Specifications as Duracell Copper Top 

Duracell Procell alkaline batteries provide the same performance and quality as Duracell 
Copper Top batteries and deliver outstanding performance and reliability. 

Slock 
Mo. 

Mlr. 's 
Type 

Size Volts MAH EACH 

737-0500 РС1300 D 1.5 14.000 1.30 
737-0510 РС1400 С 1.5 7,000 1.30 
737-0520 PCI 500 AA 1.5 2,100 .83 
737-0530 PC1604 Rect 9.0 550 2.20 
737-0540 PC2400 AAA 1.5 1,000 .90 
737-0550 PC908 Sq. 6.0 20.000 8.85 
737-0560 PC915 Sq. 6.0 20,000 8.25 
737-0570 PC918 Rect. 6.0 40,000 19.15 
737-0590 PC903 Rect. 7.5 40.000 33.25 
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Duracell Long-Life 
Alkaline Batteries 

Extra service and long life. Designed for high 
drain service applications — outperform, 
outlast standard operating zinc-carbon 
batteries by up to 100%. Alkaline cells cost 
less, too. Compare by dividing the initial 
costs by the many extra hours of service 
provided. 

Slock 
No. 

Mlr . 's 
Type 

Size Volts MAH NEDA EACH 

737-0100 MN1300 О 1.5 14.000 13A 2.34 
737-0110 MN1400 С 1.5 7,000 14A 2.39 
737-0120 MN1500 AA 1.5 2,100 15A 1.61 
737-0130 MN1604 Rect. 9.0 550 1604A 5.41 
737-0140 MN2400 AAA 1.5 1,000 24A 1.39 
737-0151 MN9100B2 N 1.5 700 91A 2.57' 

NEW, m 
Technology 

Batteries 
Delivers More Fuel 
• Optimized Internal Volume 
• Packaged with Even More Active 

Ingredients 

Delivers More Efficiency 
• Reformulated to Improve Electron Flow 

Delivers More Power 
• Increased React ive Surface Area for More 

Efficient Discharge 
• Devices Run Longer, Work Better 
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THE MOST POWERFUL 
ALKALINE BATTERY 

IN THE WORLD' 

D U R A C E L I I 
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Duracell Ultra with NEW M3 Technology is the most powerful alkaline battery in the world 
especially in high drain devices. Now with M3 technology, Duracell is packed with more 
power than ever. The newest revolution in alkaline technology. 

Stock 
No 

Mlr. 's 
Type 

Size Pkg. 
Quantity EACH 

737-0996 MX1300B2U О 2 5.17 
737-0997 MX1400B2U С 2 5.17 
737-1000 MX1500B4 AA 4 6.24 
737-1001 MX1500B8 AA 8 11.70 
737-0998 MX1604BU 9 V 1 5.17 
737 0999 MX1604B2U 9 V 2 9.79 
737-1002 MX2400B4 AAA 4 6.58 
737-1003 MX2500B2 AAAA 2 3.13 
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Lithium Batteries 
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Provide Very High Density and Excellent Rate Capacity 
Provide Up to 4 Times the Power of Alkaline Batteries 
Provide Wide Operating Temperature Range (-40°F to 140°F) and Excellent Low 
Temperature Performance 

Slock 
No. 

Mlr. 's 
Type 

Size Volts MAH NEDA EACH 

737-0400 PX28LB 0.512 x 0 992 6.0 160 5005L 7.94 
737-0405 DL223AB 1 . 3 7 8 x 0 . 7 6 8 x 1.417 6.0 1300 5024LC 13.83 
737-0407 DL123AB 0 .669x 1.358 3 0 1300 5018LC 7.93 
737-0409 DL245B 1.339 x 0 669 x 1 772 60 1300 5032LC 13 84 
737-0410 DL1/3NB 0.457 x0 .425 3.0 160 5008L 3.93 
737-0430 DL2016B 0 .787x0.063 3.0 75 5000LC 1.53 
737-0440 DL2025B 0.787 x 0.098 3.0 140 5003LC 1.61 
737-0450 DL2032B 0 .787x0 .126 3.0 190 5004LC 1.61 
737-0470 DL2430B 0 .965x0.118 3 0 250 50111 1.67 

Heavy-Duty Plus" Zinc Carbon Batteries 
The service capacity of a heavy duty battery is not a fixed number of ampere-hours because 
the battery functions at different efficiencies depending upon the conditions imposed 
upon it. The service varies with current drain, operating schedule, and cutoff voltage. It is 
also affected by the operating temperature and storage conditions of the battery prior to use. 

Slock 
No. 

Mlr. 's 
Type Size Volts AH NEDA EACH 

737-0600 M13SHD D 1.5 13D .61 
737-0605 M14SHD С 1.5 * 14D .66 
737-0610 M15SHD AA 1.5 15D .46 
737-0615 M9VSHD Reel. 9.0 1604D 1.35 

'AH will vary according to application. 

Special Applications Batteries 
Duracell Nickel Metal Hydride batteries provide long lasting power, are kinder to the 
environment, and have no "memory effect" so the charge can be topped-off at any time. 

Slock 
No. 

Mlr. 's 
Type 

Volts MAH Size 
Dia. x Ht. 

System Primary 
Usage 

NEDA EACH 

737-0021 MN21B 12.00 34 0.406 X 1.220 Alkaline Car Alarm 1.44 
737-0146 OA146X 8.40 1500 t Zina Air Medical Battery 7004 6.65 
737-1005 7K67B 6.00 550 1 Alkaline Pholo/Remote 1412AP 3 88 
737-1090 PC12A 1.50 2200 1.346x 1.988 Alkaline Insl./Pager — 6.68 
737-1095 PC175A 7.50 110 0 .500x1 .031 Alkaline Inst. — 5.06 
737-2000 PX625AB 1 50 190 0.630 x 0 244 Alkaline Photo — 2 78 
737-1006 PC7K67B 6.00 565 t Alkaline Glucose Meter — 3.04 
737-1045 MS76B 1.50 180 0 457 x0.213 Silver Oxide Photo 1107S0 4.01 
737-1055 D303/357B 1.50 180 0 457x 0 213 Silver Oxide Hearinq Aids 

Watch/Calculator 
1131S0 1.65 

737-1060 D301/386B 1.50 120 0.457 x0 .165 Silver Oxide 
Hearinq Aids 
Watch/Calculator 1133SO 1 43 

737-1070 D384/392B 1.50 38 0.311 xO.142 Silver Oxide Watch Calculator 1135SO .86 
737-1075 D309/393B 1.50 70 0.311 xO.213 Silver Oxide Watch/Calculator 1137SO 1.05 
737-1080 D364B 1.50 15 0.268 x 0.085 — — — .86 

t0.648" x 1.010" W x 1.75" H. t l .402" x 0.362- W x 1.909" H. 

Same Day Shipments For Product In Stock ALLIED 3 
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Chemistry: Alkaline 
Nominal Voltage: 1.5 
Max Diameter: 14.50 

Max Height: 50.50 
Capacity (mAH): 2,850 

Primary Usage: Torches, Radios, 
Recorders, Toys, Calculators, Pagers, 

players, Electronic Games 
CD 

Chemistry: Alkaline 
Nominal Voltage: 1.5 
Max Diameter: 14.50 

Max Height: 50.50 
Capacity (mAH): 2,850 

Primary Usage: Digital Cameras, Wireless 
Phones, Camcorders, Remote Control 

Toys, Mini Disc Players, Palm Top 
Computers and Personal Digital 

Assistants 

A c t i v a i r 

DL223A 
Chemistry: Lithium 

Nominal Voltage: 6.0 
Max Length: 19.50 

Max Diameter: 35.00 
Max Height: 36.00 

Capacity (mAH): 1,450 
Primary Usage: Photo 
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Chemistry: Zinc Air 
Specifications 

Rated Capacity: 70mAH on 3000 ohms, 
12hrs/day to 0.9v 

Minimum No Load Voltage: 1.40V 
Minimum On Load Voltage: 1.1V on 600 

ohms at 200ms 
Minimum Life: 150hrs on 3000 ohms, 

12hrs/day to 0.9V 
Max Diameter: 5.8 
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