SANYO

Cell Type KF-B450

Specifications

@
‘ adn,ca Nominal Capacity 450mAh
Nominal Voltage 1.2V
Standard 45mA
Charging Current Quick 90mA
Fast 675mA
Standard 14 to 16Hrs.
= |= harding T :
+ arging Time Quick 7 to 8Hrs.
: 0 L T Fast about 1Hr.
N —— Standard | 0°C to +45°C [+32°F to 113°F]
£ & (7] Ambient Charge | Quick 0°C to +45°C [+32°F to 113°F]
] % Ter?nr')%rr‘awre Fast 0°C to +45°C [+32°F to 113°F]
g :' 2 Discharge -20°C to +60°C [ -4°F to 140°F]
: R O | |47503 mm Storage -30°C to +50°C [ -22°F to 122°F]
§ =] 1.870+0%2  inch| | |nternal Impedance (Av.) 19.0mQ
s bimensions | W 116:4°% mm| | (at. 50% discharge) (at 1000Hz)
| of 2-2425;“"8 inch| - 'weight 17g/0.600z
BareCell | 1 267 mm (L) 480 95, mm|1.89 0, inch
0.220 *0.008 inch ; ; . 0.8 . 008 °
- il (E\)A'Iri{‘ﬁ?jt')‘)er)‘s(D)x(H) W) [17.2 %, mm|0.68 %4 inch
W 10.138 inch ) 6.3 J; mm|0.25 34 inch
Typical Characteristics
Charge Discharge (at high rate)
Chargel: 45mA Charge : 45mAx16Hrs.
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Charge Discharge (at high rate)
Temperature : 201"0/68"F Charge : 45mAx16Hrs.
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Discharge (at low rate) Temperature (Charge & Discharge)
’ Charg'e : 45mA?><16Hr5.
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> \ \ 2o Condition{charge : 45mAX16Hrs.
3 0 \ E & Discharge : 90mA
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