SANYO

Cell Type KR-2300SCE

Specifications

@
‘ adn"a Nominal Capacity 2300mAh
Nominal Voltage 1.2v
D . Standard 230mA
@ Charging Current
' d_ Fast 3500mA
é | | . ' Standard 14 to 16Hrs.
Charging Time
Fast about 1Hr.
Standard| 0°C to +45°C [+32°F to 113°F]
Charge
T Ambient Fast 0°C to +45°C [+32°F to 113°F]
Iy W Temperature | Discharge -20°C to +60°C [ -4°F to 140°F]
K 52l3EADMIUM BA”H:L“ Storage -30°C to +50°C [ -22°F to 122°F]
NAR029355E4]12\;r§3!‘ ) Internal Impedance (Av.) 5.5mQ
“vn B nECVCLE‘D oR DISP 057 Y 490202 mm (at 50% discharge) (at 1000Hz)
] +0.012 inch -
h:‘s Elecmcco Ltd. @ Dimensions ;295!10_3 |rr;cm Weight 589/2.050z
of D . -
Ni-Cd G Bare Cell 086602 inch| | Dimensions(D)x(H) 229 7 500 7, mm
5 d (o0 mm}- | (with tube) 090 0, x1.97 °. inch
0.394 inch ' -0.04 ' -0.05
Typical Characteristics
Charge Discharge (at high rate)
Charge : 230mA Charge : 230mAXL6HTs.
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Temperature : Charge': 230mA'><l6Hrs.
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Discharge Time (Mins)

Discharge (at low rate)

Temperature (Charge & Discharge)

Chargey: 230mA?><16Hrs.
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Discharge Time (Hrs.)
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— Charge Characteristics

——— Discharge Characteristics
Condition[Charge : 230mAx16HTrs.
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Discharge : 460mA
(End Volt 1.0V,

Available Capacity (%)
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