SANYO

Cell Type

KR-600AE

Specifications

@ - -
‘ adn"a Nominal Capacity 600mAh
Nominal Voltage 1.2v
Standard 60mA
Charging Current Quick 120mA
D Fast 900mA
d Standard 14 to 16Hrs.
oA Charging Time Quick 7 to 8Hrs.
| Fast about 1Hr.
Ju i Standard| 0°C to +45°C [+32°F to 113°F]
‘: g T Ambient Charge | Quick 0°C to +45°C [+32°F to 113°F]
- Té?npl;%?ature Fast 0°C to +45°C [+32°F to 113°F]
8 E | Discharge -20°C to +60°C [ -4°F to 140°F]
3 ] Storage -30°C to +50°C [ -22°F to 122°F]
E@ = ’ 27503 =l | Internal Impedance (Av.) 9.5mQ
& ) H . (at. 50% discharge) (at 1000Hz)
< . . 1.094 0012 inch Weight 180/0.63
Dlmegfsmns 5 16,502 mm €ig g/0.650z
Bare Cell 0.650*0%%  inch| | Dimensions(D)x(H) 170 5, x285 mm
8.5 mm ; 0 0 H
with tube .67 x1.12 inch
d 0.335 inch ( ) 0 6 -0.02 -0.04 c
Typical Characteristics
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Chargé: 60mA Chargé : 60mAT><16HrsA
16 | 14 at 20°C/68°F ]
0°C/32°F N
> > —
2
% 9 20°C/68°F % : pa—
s — i s A\ N
5 14 45°C/113°F 5 10
© / L—] o \ \
1.3 I/ 0.8 \
’ V ] '? (11t)
0 2 4 6 8 10 12 14 16 0 10 20 30 40 50 60 70 80
Charge Time (Hrs.) Discharge Time (Mins)
Charge Discharge (at high rate)
"I'emperat'ure : Charg'e : 60mAT><16Hrs.
16 20“’0/68° F 14 at 20°C/68°F |
= 15It—] =
S 0.21t 2
) 15 () 1.2
2 | —+— | o1t 2 |
g 14 ] — | g 1.0
Y = ¢
8 = 8 \ \
W \ \
3ff 81t 4 lf)
0 20 40 60 80 100 120 140 160 0 2 4 6 8 10 12 14 16
Charge Input (%) Discharge Time (Mins)
Discharge (at low rate) Temperature (Charge & Discharge)
Chargé : 6OmAT><16HrsA [ [ S N
14 at 20°C/68°F | . 10 P S ===
S -
— =~ 90 L—=
b \ I 2 -~
o 12 e 80 i +—
=4 \ \ =S A — Charge Characteristics
s O 0—= ——— Discharge Characteristics
> 10 \ \ \ % 7 Condition{charge 1 60mAx16Hrs.
g ’ \ \ \ g8 Discharge : 120mA
\ \ \ T s (End Volt 1.0V
<
0.8 40
(q.s It) (o.% It) (O.lllt)
0 2 4 6 8 10 12 14 16 -20 -10 0 10 20 30 40 50 60°C
-4 14 32 50 68 86 104 122 140°F

Discharge Time (Hrs.)

Operating Temperature

CD010830




