SANYO

Cadnica

Cell Type N-4000DRL

Specifications
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MU[]I)UDRL 1,29, 40007 5
T ge CHARGE 14»16HrS Pl | 58.4 #0: mm
kDRQPE ECYCLED H 2.299 0.016 inch
Mg ‘NEchtnc Co., Ltd. Dimengions 5 32.3 03 mm
Ni-Cd Bare Cell 1272002  inch
/ d 8.5 mm
0.335 inch

Nominal Capacity 4000mAh
Nominal Voltage 1.2v
. Standard 400mA
Charging Current
Fast 6000mMA
. i Standard 14 to 16Hrs.
Charging Time
Fast about 1Hr.
Standard| 0°C to +45°C [+32°F to 113°F]
Charge o 0 0 0
Ambient Fast 5°C to +40°C [+41°F to 104°F]
Temperature | Discharge -20°C to +60°C [ -4°F to 140°F]
Storage -30°C to +50°C [ -22°F to 122°F]
Internal Impedance (Av.) 2.8mQ
(at 50% discharge) (at 1000Hz)
Weight 160g/5.640z
Dimensions(D)x(H) 33.0 g, x595 J.  mm
(with tube) 1.30 9, x234 2. inch

Typical Characteristics

Charge (5 cells pack)

Discharge (at high rate)
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Charge : 6.0A to 45°C/113°F
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Discharge Time (Mins)

Cell Capacity (at various discharge rate)

Discharge (at high rate)
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Discharge Rate (It)
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Discharge Time (Mins)

Discharge (at low rate)

Temperature (Charge & Discharge)
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Discharge Time (Hrs.)
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Discharge : 800mA
(End Volt 1.0V,

Available Capacity (%)
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